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Wo = the proportion of VOC’s in each coat-
ing, as received (fraction by weight). 

§ 60.462 Standards for volatile organic 
compounds. 

(a) On and after the date on which 
§ 60.8 requires a performance test to be 
completed, each owner or operator sub-
ject to this subpart shall not cause to 
be discharged into the atmosphere 
more than: 

(1) 0.28 kilogram VOC per liter (kg 
VOC/l) of coating solids applied for 
each calendar month for each affected 
facility that does not use an emission 
control device(s); or 

(2) 0.14 kg VOC/l of coating solids ap-
plied for each calendar month for each 
affected facility that continuously uses 
an emission control device(s) operated 
at the most recently demonstrated 
overall efficiency; or 

(3) 10 percent of the VOC’s applied for 
each calendar month (90 percent emis-
sion reduction) for each affected facil-
ity that continuously uses an emission 
control device(s) operated at the most 
recently demonstrated overall effi-
ciency; or 

(4) A value between 0.14 (or a 90-per-
cent emission reduction) and 0.28 kg 
VOC/l of coating solids applied for each 
calendar month for each affected facil-
ity that intermittently uses an emis-
sion control device operated at the 
most recently demonstrated overall ef-
ficiency. 

§ 60.463 Performance test and compli-
ance provisions. 

(a) Section 60.8(d) and (f) do not apply 
to the performance test. 

(b) The owner or operator of an af-
fected facility shall conduct an initial 
performance test as required under 
§ 60.8(a) and thereafter a performance 
test for each calendar month for each 
affected facility according to the pro-
cedures in this section. 

(c) The owner or operator shall use 
the following procedures for deter-

mining monthly volume-weighted aver-
age emissions of VOC’s in kg/l of coat-
ing solids applied. 

(1) An owner or operator shall use the 
following procedures for each affected 
facility that does not use a capture 
system and control device to comply 
with the emission limit specified under 
§ 60.462(a)(1). The owner or operator 
shall determine the composition of the 
coatings by formulation data supplied 
by the manufacturer of the coating or 
by an analysisof each coating, as re-
ceived, using Method 24. The Adminis-
trator may require the owner or oper-
ator who uses formulation data sup-
plied by the manufacturer of the coat-
ings to determine the VOC content of 
coatings using Method 24 or an equiva-
lent or alternative method. The owner 
or operator shall determine the volume 
of coating and the mass of VOC-solvent 
added to coatings from company 
records on a monthly basis. If a com-
mon coating distribution system serves 
more than one affected facility or 
serves both affected and existing facili-
ties, the owner or operator shall esti-
mate the volume of coating used at 
each affected facility by using the av-
erage dry weight of coating and the 
surface area coated by each affected 
and existing facility or by other proce-
dures acceptable to the Administrator. 

(i) Calculate the volume-weighted av-
erage of the total mass of VOC’s con-
sumed per unit volume of coating sol-
ids applied during each calendar month 
for each affected facility, except as 
provided under paragraph (c)(1)(iv) of 
this section. The weighted average of 
the total mass of VOC’s used per unit 
volume of coating solids applied each 
calendar month is determined by the 
following procedures. 

(A) Calculate the mass of VOC’s used 
(Mo+Md) during each calendar month 
for each affected facility by the fol-
lowing equation: 

M M L D W L D Equationo d ci ci oi dj dj
j

m

i

n

+ = +
==
∑∑ 1

11

VerDate Mar<15>2010 14:35 Aug 28, 2014 Jkt 232155 PO 00000 Frm 00566 Fmt 8010 Sfmt 8006 Q:\40\40V7.TXT 31 E
C

16
N

O
91

.0
41

<
/G

P
H

>


		Superintendent of Documents
	2015-08-18T10:04:17-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




